DOE HANFORD SITE - GROUNDWATER QUALITY DATAPLOTS  wellseries-200-299 WELL#=299-E33-25

\ RADIONUCLIDES

Cesium-137_UNFIL (pCi/L ) Cobalt-60_UNFIL (pCi/L ) Gross beta UNFIL (pCi/L ) Ruthenium-106_UNFIL (pCi/L ) Tritium_UNFIL (pCi/L )
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‘ VOLATILE ORGANIC COMPOUNDS NO DATA AVAILABLE

| SEMI-VOLATILE ORGANIC COMPOUNDS NO DATA AVAILABLE

| METALS & PHYSICAL PARAMETERS
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WELLNAME=299-E33-25 WELLID=A6858
Well Type=STANDARD Well purpose=GROUNDWATER
Owner=DOE ContactBHI Well Adm Compliance=NON-COMPLIANT
Well Construction Date=9/13/1993
X_coor= 573365.30 Y-coor= 137681.60 Datum=NAD83(91) Date Survey= 3/8/1995
Elevation= 192.009 Datum=NGVD29 Date Survey=03/08/95
Ref_Point_Desc=GROUND SHOT Ref_Point_side=N Contractor=USACE(JECA)
Well_Comment= WELL WASDRILLED PRIOR TO 1/1/80--THUS ASSIGNED STATU$=IN
Total Number of perforation I ntervals=1
NPERF#=1 Perf_top= 60.66 Bot= 71.02 mCas_size= 6.00in Perf_cuts= 0.00
LABORATORY QUALIFIER FLAGSin HEISare*,> B,C,D,E, J,L,P,Q,R, W, X, Y, and Z: Review Document. Main Flags are : J=Estimated value: L=Value between | DL and CRQL (estimated): T=Tentatively identified compound:
EPA-1GR=EPA-I mplementation Guidance for Radionuclides: WAC=Washington Administrative Code:
EXPLANATION: THICK FILLED BARS=Value Above Detection Limit: THIN BARS=Value Below Detection Limit: HATCHED BARS=Value With Data Qualifier Flag S DOF Bitieni0rice Dua . Satem Techoalogien (CPEST o) poniin a0 L e -




